Casing
Shoes (ft)

Schematic (4/21/2011)

Qpenings Top'Btm/ TypelStatus

38.0 -
216.0

Sfc Csg
TTOC:
Sfc

Interm
Csg
1A C:194
1l

Prod Liner
TTOC:6909°

Prod Csg
TTOC:5447'

7,741.2

T T

7,750.0

Z

Wellbore
Status:
Active
Producer

NO USDW
PRESENT

Top of Injection

Zone:
B-Sand 7115’

5,475.0ft, 6,476.0f, FERFORATED,
SCQUEELED

6,504 0ft, 5, 700.0ft, FERFORATED, OFPEM
6,996.0ft, 7,026.0, FERFORATED, OFPEM
7,036.0ft, 7,086.0f, FERFORATED, OFPEM
T900f, 7. 191.01, SQLPERRFS, OPEM

7,2000f, 7,230.0ft, PERFORATED,
ABANDOMNED

7,200.0ft, 72300, FERFORATED, OFPEM

7,2400f, 7,260 0ft, PERFORATED,
ABANDONED

7,240.0ft, 7,260.0ft, PERFORATED, OFEN
7,280.0, 7,281.0ft, QL FERFS, OFEN
7,300.0ft, 7,330.0ft, PERFORATED,
ABANDOMNED

7,200.01, 7,285.0ft, SQZPERFRS,
ABANDOMNED

7,331.0M, 7,380.0ft, SQZFPERRS,
ABANDONED

741001, 745001, PERFORATED,
ABANDOMNED

7.4100ft, 747001, SQZFPERFS,
ABANDOMED

7,9000ft, 724001, SAZFPERFS,
ABANDONED

7,260.01, 7,580.0ft, SQZPERFS,
ABANDOMNED

7,608.0f, 7,636.0ft, PERFORATED,
|SOLATED

7.649.0f, 7,658.0f, FERFORATED,
| SOLATED

7.620.0ft, 7,685.0f, FERFORATED,
ABANDOMNED

7.663.0f, 7,654.0f, FERFORATED,
| SOLATED

769001, 7,710.0ft, PERFORATED,
|SOLATED

Componert Top

CEMENT
BF-DE

Componert Top

FILL

Component Top

CEMEMNT

Componert

CEMENT

FOLROD
FHYROD
COROD
RSTBAR
ON-0FF
RSTBAR
IMNSFrAP

Top M D (ft]

MD (ft)

7,285.0
7,300.0

n D (ft)

77050

MD (ft]

7.731.0

70412

Componert Top D ft)

0.0
36.0
260

5,765.0
6,769.0
5,770.0
5,774.0

Bt MD (1)

7,300.0
7.301.8

Bt MD (1)

7.731.0

Bt MD(ft)

77412

Bt MD (1)

7,500

Bt MD (1)

36.0

56.0
B, 7650
5,769.0
6,770.0
6,774.0
5,804.0

Iterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)

CASING JOIMNTES) 26,000

CASING JOINTIS) 16.000

CASING JOINTIS) 10,750 J-55 4550
CASING JOINT(S) 10,750 J-55  40.50
CASING JOINTIS) 10,750 J-55  45.50

ltern 0D {in} Grade Wt (ppf) TopMD(ft) BtmMD (ft)

CASING JOINTIS) 7.000  N-s0 26.00
CASING JOINT(Z) 7.000  MN-80 23.00
CASING JOINTIS) 7.000  N-80  26.00

ltem QD (in) Grade Wt (ppf

LINER HANGER — 6.276 N-80 1500
CASING JOINT(S) 5000 MN-80 1500
LAMDING COLLAR 5.000  N-80 1500
FLOAT SHOE 5000  RM-80 15,00

Wel: 324-3G SIT/R: 3G/31S5/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol 531 cf
Hole Size: 22"

Casing Size: 18"

Top Job: No

Rtns to Sfc: No

TTOC: Sfc

Interm Csg. Cmt Vol B05 cf
Hole Size: 15"

Casing Size: 10.75"

Top Job: No

Rtns to Sfe: No

TTOC: 1941"

Prod. Csg. Cmt Vol 590 cf
Hole Size: 9.75"

Casing Size; 7"

Top Job: No

Rtns to Sfc: No

TTOC: 5447

LinerCmt Vol. 118 cf
Hole Size:

Casing Size: 5"

Top Job: No

Rtns to Sfc: No
TTOC: 6909 (TOL)

Top of Injection Zone:
B-Sand 7115’

Volume Behind Pipe:

1.18 & 1.15 Yield Assumed
Theoretical Calculations {(TTOC)
Apr2012

lterm 0D {in) Grade Wt (ppf) TopMD(ft) BtmmMD(ft)

ltern QD {in} Grade Wt (ppf) TopMD(ft) BtmiD (ft)

10.0 38.0

10.0 216.0

10.0 94.8
94 8 1,843.6
1,943.6 3,200.8

10.0 4.7
o4 7 0.877.8
5,877.8 7500

J TopMD(ft) BtmiD (ft)

5,909.0 56,9227
69227 FI375
70375 F738.5
77385 77412
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